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Barcode ID

Detaillierte 
Datenblätter: 
www.leuze.com

Maßzeichnung

Elektrischer Anschluss

Technische Daten
Betriebstastweite
Lichtstrahlcharakteristik
Betriebsspannung UB 10 … 30VDC
Schaltausgang 1)

Ausgangsstrom
OUT1: hellschaltend

Anschlussart
Schaltfrequenz
Umgebungstemperatur
Schutzart

OUT1 (Pin 4): NPN
50mA

Kabel 150mm mit Stecker M8, 3-polig 
590Hz
-20 … +55°C (Betrieb)
IP 67
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1) Transistor bipolar, open collector

Funktion                   .../2

Bestimmungsgemäße Verwendung beachten!
Das Produkt ist kein Sicherheits-Sensor und dient nicht dem 

Personenschutz.
Das Produkt ist nur von befähigten Personen in Betrieb 

zu nehmen.
Setzen Sie das Produkt nur entsprechend der 

bestimmungsgemäßen Verwendung ein.

Scanning range

Detailed
data sheets: 
www.leuze.com

Dimensioned drawing

Electrical connection

Specifications

Light beam 
characteristic
Operating voltage UB 10 … 30VDC
Switching output 1)

Output current
Function …/2 OUT1: switching
Connection type
Switching frequency
Ambient temperature
Protection class

OUT1 (pin 4): NPN
50mA (per output and total)

150 mm cable with M8 connector, 3-pin 
590Hz
-20 … +55°C (operation)
IP 67
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1) Bipolar transistor, open collector

Operate in accordance with intended use!
 This product is not a safety sensor and is not intended as 

personnel protection.
 The product may only be put into operation by competent 

persons.
Only use the product in accordance with the intended use.


